ONELINER: FAST AND EASY BLOW-IN LINERS

The new OneLiner drain lining system is available in a full range of lengths and works by blowing the liner into the drain, with no manhole to manhole dragging and no need for expensive specialised equipment to drive it.

The OneLiner consists of a length of liner joined to a flexible "extender tube" which is itself joined to a pressurisable launch-bag. The liner is simply wetted-out, then it and the extender tube are folded and packed into the launch-bag which is then closed, clamped. and pressurised. Pressurising the launch-bag causes the extender-tube to emerge, followed by the liner. The extender tube is used to position the end of the liner in the drain and, by applying sustained pressure to the launch-bag, the liner may be blown fully into place.

Once the liner is in position in the drain, a reusable, hermetically sealed inner-tube is inserted and pressurised to shape the liner against the inner surface as it cures. When curing is complete, the inner-tube is deflated and removed, the extender-tube is snapped out and the job is done. All very quick and easy and the shorter, shallower jobs can be done by one person working alone. There's no mess and no need to trim the ends of the liner or to make good the man-hole or channel.

The extender-tube is normally 2 metres long. This provides sufficient "reach" to allow a lining engineer to work at ground level on most jobs. It can also be used to by-pass the first metre or so in the drain, so the OneLiner can not only be used for ordinary manhole-to-manhole liners and blind-shots but also for lining beyond interceptors and tapers and through rodding-eyes. Longer extender-tubes are available to customer's order for jobs where the ends of the liner need to be even deeper inside the drain, beyond lateral junctions and bends, for example.

CALIBAG: NOW RE-USABLE

The Wonder Rat CaliBag is now re-usable, with all of the convenience and time-saving of the original CaliBag and with cost-saving as well. The new Calibags work in a way that is similar to the OneLiner method but are for use with conventional drag-in liners.

The new CaliBag consists of a "protector tube" attached to a launch-bag. The protector tube, which is similar to conventional calibration hose, is folded and loaded into the launch-bag which is then clamped shut. The drag-in liner is prepared and inserted into the drain in the usual way, then the projecting end of the protector tube is inserted into the end of the liner. Pressurising the launch-bag causes the protector tube to evert into the liner until the end blows open and the consequent loss of pressure signals that it is fully extended. A hermetically sealed inner-tube is then inserted and pressurised to keep the liner supported until it cures. The protector tube and the inner-tube are removed when curing is complete and, if undamaged, the CaliBag and the inner-tube may both be re-used.

The old-style fully pressurisable CaliBag continues to be available but has been re-designed so that it, too, may be re-used. All that is required is to trim the ends of the tube and the launch-bag and apply sealant grease to the end of the tube. The CaliBag will then be ready for use as described above.

Contact us at Wonder Rat for more information.

